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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 

This Indian Standard ( First Revision ) which is identical with ISO 2490 : 1 996 'Single-start solid (monobloc) 
gear hobs with tenon drive or axial keyway, 1 to 40 module — Nominal dimensions' issued by the 
International Organization for Standardization ( ISO ) was adopted by the Bureau of Indian Standards 
on the recommendations of the Milling Cutters, Saws, Gear Cutting Tools and Broaches Sectional 
Committee and approval of the Basic and Production Engineering Division Council. 

This Indian Standard was first published in 1 978. This revision has been taken up to align with International 
Standard by adopting it under dual numbering system. 

The text of the ISO Standard has been approved as suitable for publication as an Indian Standard 
without deviations. Certain conventions are, however, not identical to those used in Indian Standards. 
Attention is particularly drawn to the following: 

a) Wherever the words 'International Standard' appear referring to this standard, they should be 
read as 'Indian Standard'. 

b) Comma ( , ) has been used as a decimal marker in the International Standard, while in Indian 
Standards, the current practice is to use a point ( . ) as the decimal marker. 

At Page 2, Fig. 1 , chamfer in bore diameter and hob face drive ( tenon way ) have not been shown in this 
adopted standard which may be assumed suitably. 

In this adopted standard, reference appears to certain International Standards for which Indian Standards 
also exist. The corresponding Indian Standards which are to be substituted in their places are listed 
below along with their degree of equivalence for the editions indicated: 



International Standard 

ISO 53 : 1974 Cylindrical gears for^ 
general and heavy engineering — 
Standard basic rack tooth profile 



ISO 54 : 1977 Cylindrical gears for 
general engineering and for heavy 
engineering — Modules 

ISO 240 : 1594 Milling cutters — 
Interchangeability dimensions for 
cutter arbors or cutter mandrels 

ISO 2780 : 1986 Milling cutters with 
tenon drive — Interchangeability 
dimensions with cutter arbors — 
Metric series 



> 



Corresponding Indian Standard 

IS 2535 : 1978 1 > Basic rack and 
modules of cylindrical gears for 
general engineering and heavy 
engineering ( second revision) 



IS 6285 : 1971 Dimensions for 
interchangeability of milling cutters 
and milling arbors with key drive 

IS 6310 : 1971 Dimensions for 
interchangeability of milling cutters 
and milling arbors with tenon drive 



Degree of Equivalence 



Technically 
equivalent 



do 



do 



For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test or analysis shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values ( revised)'. The number of significant places 
retained in the rounded off value should be the same as that of the specified value in this standard. 



1) Under revision for adoption of ISO 53: 1998 and ISO 54 : 1996. 
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1 Scope 

This International Standard specifies the nominal dimensions of general-purpose single-start solid (monobloc) gear 
hobs with axial keyway or tenon drive of 1 to 40 module. 

These hobs are intended for the production of gears which conform to ISO 54 and present a 20° pressure angle in 
conformity with ISO 53. 

NOTE — Solid hobs are those made from one solid piece of material as opposed to hobs which have inserted blades. 



2 Normative references 

The following standards contain provisions which, through reference in this text, constitute provisions of this 
International Standard. At the time of publication, the editions indicated were valid. All standards are subject to 
revision, and parties to agreements based on this International Standard are encouraged to investigate the 
possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO maintain 
registers of currently valid International Standards. 

ISO 53: — 1 ', Cylindrical gears for general and heavy engineering — Standard basic rack tooth profile. 

ISO 54: — 2 >, Cylindrical gears for general engineering and for heavy engineering — Modules. 

ISO 240: 1 994, Milling cutters — Interchangeability dimensions for cutter arbors or cutter mandrels. 

ISO 2780:1986, Milling cutters with tenon drive — Interchangeability dimensions with cutter arbors — Metric 
series. 



3 Nominal dimensions 

The nominal dimensions shall be as shown in figure 1 and given in table 1 . 



1) To be published. (Revision of ISO 53:1974) 

2) To be published. {Revision of ISO 54:1977) 
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Figure 1 — Dimensions of gear hobs 
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Table 1 — Nominal dimensions of gear hobs 



Standardizi 
Series 1 


ad modules 
Series II 


Outside 
diameter 

D 

mm 


Bore 
diameter 

d 
mm 


Minimum 
hub length 

c 

mm 


Overall 

L 

mm 


length 

mm 


Typical 
number 

of 
gashings 


1 

1,25 


1,125 


50 


22 


4 


32 


44 


14 


1,5 


1,375 
1,75 


63 


27 


40 


52 


2 


2,25 


71 


27 


50 


63 


2,5 


2,75 


71 


27 


63 


78 


3 


3,5 


80 


32 


71 


88 


4 


4,5 


90 


32 


90 


107 


5 


5,5 


100 


32 


100 


117 


10 


6 


7 


112 


40 


112 


130 


8 


9 


125 


40 


5 


140 


160 


10 


11 


140 


50 


170 


190 


12 


14 


180 


50 


200 


220 


9 


16 


18 


212 


60 


250 


275 


20 


22 


250 


60 


300 


325 


25 




300 


60 


360 


390 




28 


320 


80 


400 


430 


32 


36 


350 


80 


450 


480 


40 




400 


80 


480 


510 
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Axial gashing is permitted up to a 6° lead angle. 

Hobs may be either cylindrical or conical. In the case of conical hobs, the outside diameter quoted in this table is the major diameter. 

Hub diameter D, is left to the manufacturer's discretion. 

Dimensions of keyway and tenonway are specified in ISO 240 and ISO 2780, respectively. 
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(informative) 
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3) To be published. (Revision of ISO 701-1 :1976) 

4) To be published. (Revision of ISO 1122-1:1983) 
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Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods and 
attending to connected matters in the country. 

Copyright 

B I S has the copyright of all its publications. No part of these publications may be reproduced in any form without 
the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the 
standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to 
copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed 
periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are 
needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards 
should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue 
of 'BIS Catalogue' and 'Standards : Monthly Additions'. 

This Indian Standard has been developed from Doc : No. BP 11(0026). 
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